DIAPHRAGM VALVE FEATURES

Rising Spindle with Locking Nuts for
Travel Stop to Avoid Overtightening of
Diaphragm against Weir

$S 304 Sleeve with Thread for PC Cap & H/W
Nut

SS 304 Sleeve to Avoid Atmospheric
Corrosion

Delrin Bush to Avoid Friction of Spindle
with Bonnet & Prevent Corrosion
Inside Bonnet

2 Start SS 304 Spindle for Quick Operation

WCB Compressor with Matching Profile to
Weir & Diaphragm for Class Vi Shut Off at
very low Locking Force

Diaphragm Backing Pad in options of
EPDM/ Neoprene/Hypalon &
Viton Availabe

Injection Moulded Lining having
Compact Moulding, Zero Porocity.
Options : PFA/FEP /PVDF /ETFE & PPH

Investment Cast WCB Body. Options of
CF8/CF8M /LCB/HASTELLOY C
Available

Standard B7 Bolts & TFM Diaphragm Pin type for Low
Nuts. Options of B8/ Permeation and Aggressive and
Hastelloy C / Alloy 20 Corrosive Chemical Applications.
Bolts Available Option of TFM+PVDF+EPDM ,

3 Layer Diaphragm is Available
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VALVE NET WEIGHTS

compore | e o M | we
SPINDLE HANS SPINDLE HAND
WHEEL WHEEL
05 12 12 106 106 450 0.5 2.05 5.50
0.75 15 15 133 133 6.50 0.75 3.50 110
1" 17 17 151 151 11.50 1" 370 8.14
1-0.5" 25 25 m m 33.00 1-0.5" 7.40 16.28
7 30 30 266 266 60.00 7 11.60 2550
2:0.5" 35 35 310 310 85.00 205" 18.50 40.70
3 35 35 310 310 150.00 3 2530 55.66
L 65 65 575 575 270.00 4 41.40 91.00
6" 175 175 1549 1549 500.00 6" 86.90 191.18
8" 311 311 2752 2752 1275.00 8" 205.00 451.00

PRODUCT DESIGN

TESTS PERFORMED

DESIGN PARAMETERS STANDARD TESTS
_ BEREORMED BS EN 12266-1 BS EN 12266-1
VALVE DESIGN BS EN 13397
SHELL DESIGN ANSI B 16,34 SIZES il L
HIGH PR. 15 9
FACE TO FACE EN 558-1 SERIES 7 SHELL TEST HYDRO I yersam BHI y6/50.
FLANGE CONNECTION RATING ANSI B 16.5, 150# / DIN PN 10/ JIS HIGH PR. 11 6.6
150/ / SEATTEST HYDRO 105PS1 o s0.m O /50,0
TESTING STANDARD BS EN 12266-1 LOWPR. h 6 . 35
S T SEAT TEST PNEUMATIC KG/50.CM KG/50.CM
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WCB+PVDF
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DIAPHRAGM VALVE CODE USED

DIAPHRAGM VALVE DGMV HANDWHEEL H

BODY CASTING “

BARE STEM B

ASTM A 351 GR. CF 8 2 PROVIDED Y
ASTM A 351 GR. CF8M a NOT-PROVIDED N
ALLOY 20 (4
ASTM A 890 GR. 4A(CD3MN) &) “
HASTELLOY € (276/22) ) 05" 075" 1”7 15" 7" 25" 3 4 6" %

DIAPHRAGM “ OH 75 01 I1H 02 24 03 04 06 08

TFM-+EPDM T

TFM-+PVDF+EPDI 1 HOW TO READ CODE
TFM+ NEOPRENE L VALVE TYPE DIAPHRAGH DGMY
TRM-+VITON v BODY CASTING ASTM A 2166RWCB a
DIAPHRAGM TFM-+EPDM 7
- ! SEAT NOT APPLICABLE XX
iy . FASTENERS ASTMAT93 GR 87 s
PVDF 13 OPERATION HAND WHEEL H
ETFE 14 LOCKING PROVIDED Y
PPH 16 - . 0
ANTISTATIC PFA 7
NOT APPLICABLE XX
$5.304 o)
55316 f3
HIGH TENSILE M
ASTM A 193 GR. B7 ;s




LINED DIAPHRAGM VALVE

Pneumatically Actuated

LINED DIAPHRAGM VALVE
Electrically Actuated
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LINED DIAPHRAGM VALVE
Control Type

1.1 UNPPolyvalves

ACTUATION OPTIONS OFFERED BY UNP

SINGLE ACTING/
ACTUATOR TYPE SPRING RETURN DOUBLE ACTING
FAIL POSITION OPEN/CLOSE STAY PUT
AIR SUPPLY PRESSURE 4/5 BAR OR 58/72 PSI 4/5 BAR OR 58/72 PSI

BODY MATERIAL OFFERED MS POWDER COATED MS POWDER COATED
MAKE OFFERED UNP/PROCON UNP/PROCON

NOTE : DIAPHRAGM TYPE ACTUATOR CAN BE OFFERED WITH OR WITHOUT TOP
MOUNTED HANDWHEEL (TMH)

SOLENOID VALVES OFFERED

SINGLE ACTING/SPRING|  DOUBLE ACTING
POEHOIBNANE RETURN ACTUATOR ACTUATOR

- 3/2WAY 5/2 WY
NON- NAMUR NON- NAMUR
2/110/120VACOR  24/110/220V ACOR
COIL RATING 24/110V DC 24/110V DC
COIL INSULATION CLASS FORH FORH
OLtousiic  ENTHER PROOF/EX-PROOF/ WEATHER PROOF/EX-PROOF/
FLAME PROOF OR IS FLAME PROOF OR IS
SOLENOID VALVEBODY  ALLUMINIUM/SS 316/ ALLUMINIUM/SS 316/
MATERIAL $5 3161 $5 3161
GLAND CONNECTION W /W or %Y NPT W /W or %Y NPT
MECHANICAL
SWITCHES HONEYWELL OR P&FOR
OFFERED SIEMENS SIMILAR
TNO+TNCORZNO+  1NO+1NCORZNO+
NO. OF SWITCHES e o
WEATHER PROOF / WEATHER PROOF /
LU S FLAME PROOF FLAME PROOF

UNP PROVIDES ELECTRO PNEUMATIC POSITIONERS OF YTC / SIEMENS OR
ANY OTHER MAKE OF CUSTOMER PREFERENCE

NOTE : ELECTRICAL/MOTORISED ACTUATOR CAN BE OFFERED OF MAKE
BELIMO/ITORQUE/ROTORK/AUMA
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